
 
 
 
 
 
 

 
   
  

 UM FOTA – Enable Automatic Update 

Step by Step 

 

Requirements: 

 Router must be connected to the Internet via Ethernet or cellular module 

 Do not use private APN in case of Ethernet connection 
 

 
Module name Last revision Min. ver. of 

router’s FW 
Module’s FW file 
name 

LE910–EU–V2 20.00.403 6.1.5 LE910–EU-V2.bin 

LE910–NA1 20.00.524 6.1.5 LE910–NA1.bin 

LE910–NA1–SKU AT&T 20.00.524 
Verizon 20.00.014 

6.1.5 LE910–NA1–SKU.bin 

LE910–NA1–SKU AT&T 20.00.525 
Verizon 20.00.015 

6.1.8 LE910–NA1–SKU.bin 

FW Compatibility Table  

 

1. Ensure your router has required version of FW (see the Table above). 

2. Do not forget that the router must be connected to the Internet! 

3. Connect to the web interface of the router. 

4. Then select item User Modules in the main menu. 

5. Use New Module field for selecting the user module file (fota.v3.tgz) in your PC. 

Then press Add or Update button. (1) 

6. Select fota user module. (2) 

 

 

7. Select Enable automatic update (3) in the new window. 

8. Press Apply button. (4) 

9. Press Start Manually button. (5) 
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10. Press Ok button and Status page will be displayed. 

11. Refresh this page for information about current status. 

12. FW update should take up to five minutes. 

13. Completed installation: 
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